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M6290 SYSTEM ORDER FORM

The following documents should be used for reference:

· M6290 2-Page Color Sales Brochure 

· M6290 LTD Tank Gauging System 
Specifications (020-111)

· 
Typical Top-of-Tank Installation (040-271-62)

· Typical Site Wiring Diagram (050-237-62)

· M6290 Tank Gauge Interface Module (025-093)

	M6290 SPECIFICATION

	A standard M6290LTD includes level, temperature and density measurement. 
In addition, the following items must be specified:
	Price

	M6290LTD System
	

	Type of Media
	

	L
	LNG 
	

	P
	Propane 
	

	B
	Butane
	

	S
	Other (Specify)
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	Measurement Height
	

	
	A
	45 meters 
	

	
	B
	53 meters 
	

	
	C
	Other (Specify)
	

	
	Tank-top System Voltage
	

	
	1
	115 VAC 
	

	
	2
	230 VAC 
	

	
	Host DCS Communications Link
	

	
	0
	None
	

	
	1
	One MODBUS link
	

	
	2
	Two MODBUS links
	

	
	Extended Temperature Range
	

	
	S
	Standard  (-20 to +30(C)
	

	
	E
	Extended (-20 to +50() Expansion Barrier Box
	

	
	Tank Interface Flange Size
	

	
	A
	4” 
	

	
	B
	6” 
	

	
	C
	8”
	

	
	D
	10”
	

	
	Tank Isolation Ball Valve
	

	
	0
	Customer Supplied
	

	
	A
	4”
	

	
	B
	6”
	

	
	C
	8”
	

	
	D
	10”
	

	Sub-Total:
	

	
	
	
	
	
	
	
	 Identification Code

	

	User Interface Options
	

	· Customer Supplied PC
	

	· Standard PC
	

	· Panel Mount PC
	

	INSTALLATION REQUIREMENTS - The following items are required per installation:
	

	
	Price
	Quantity
	

	· Tool Kit (minimum requirement is 1 per site)
	
	
	

	· RS485 Repeaters (specified as required by configuration)
	
	
	

	· Extra Manuals (1 manual per unit supplied as standard)
	
	
	

	TOTAL PRICE:
	


